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Shown For Up To 19'-11" Openings
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Adjustable
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Bottom Track Cantilever Gate

Shown As 203 Maine Style

iDeal Aluminum
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Don't Scale From Drawings. Please See Our

Gate Styles For Other Options.  Arched And

Scalloped Our Also Available.
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Truck Assembly

Detail - A
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Detail - B
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Bottom Member

(Per Gate Opening)

A-Frame Post

3" Sq x .125"

Uprights
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Bottom Track

Extrusion

Adjustable

Truck Assembly
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Channel
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Mount Arm

(For Bolt In Field To

A-Frame)

Uprights
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Rollers

Ø2" x 6"

Bolt & Nut

iDeals Bottom Track

Cantilever Gate:

Ideal is the industry leader in bottom track

cantilever gates. The Ideal bottom track

cantilever gate offers distinct advantages

over typical cantilever gates.

Our bottom track gate only requires 1/3 of

the opening for the counter balance as

opposed to ½ of the opening on a top

track.

The weight of the gate falls naturally from

the bottom of the gate to the truck

assembly as opposed to hanging on the

side of the gate like a top track. This

results in less pressure on the track.

The truck assemblies allow for easy

adjustment in the field.

Easy guide track minimizes sag and

deflection

All of Ideals gates are fully welded out of

heavy duty 6063-T5 structural aluminum

and custom made to fit your exact

opening.
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